Republic of the Philippines
Province of Albay
CITY OF TABACO

Bids and Awards Committee
—_—

SUPPLEMENTAL BID BULLETIN NO. 11-2020
Supply & Delivery of Various Agricultural Equipment
City Agriculture Office, Tabaco City
Contract ID No. 019-11-2020-GOODS
ABC: Php 1,490,000.00
PhilGEPS Bid ID No. 144298

TO WHOM THIS MAY CONCERN:

Please be advised of the following Clarifications/Amendments to the Bidding Documents
particularly the description/specification of items in Sections VI (Schedule of Requirements), and VII
(Technical Specifications), to wit:

ISSUES CLARIFICATION/ AMENDMENTS
Item No. 1 Item No. 1
POWER TILLER/CULTIVATOR POWER TILLER/CULTIVATOR
XXX XXX
Control Handle: 16 Changeable position (360 degrees) | Control Handle: With Changeable position (180-
360 degrees)
XXX

Item No. 2 Item No. 2
WALK BEHIND RICE TRANSPLANTER WALK BEHIND RICE TRANSPLANTER
XXX XXX
Accessories: Accessories:
a) Seedling Tray: 1,200 pcs (1' x 2' x 1') polyethylene | a) Seedling Tray: 1,200 pes (1'x 2" x 1Y)

plastic polyethylene plastic
b) Manual Seeder: b) Manual Seeder

Row Spacing: 300mm

Ave. depth of Planting (mm): 45.3 With AMTEC Test Result

Ave. No. of seedling per hill: 4.59

Distance between rows (mm): 300 XXX

Distance between hills (mm): 160
With AMTEC Test Result
XXX

This Supplemental Bid Bulletin No. 11-2020 is issued to clarify, modify or amend items in the
Bidding Documents. This shall form an integral part of the Bidding Documents.

For information and guidance of all concerned.

Issued this 2™ day of December 2020.




Procuring Entity: City Government of Tabaco City
Contract ID No.: 019-11-2020-GOODS

Name of the Project: Supply & Delivery of Various Agricultural Equipment

Location of the Project: City Agriculture Office, Tabaco City

Technical Specifications

Item Specification

Statement of Compliance*

1 POWER TILLER/CULTIVATOR

Gasoline Engine

Engine: Air Cooled 4 stroke Single Vertical Cylinder

Engine rated power: 7.2 HP

Fuel Consumption: 2.41L per hour (Maximum)

Field Capacity: 0.231 Ha/hr (Minimum)

Field Efficiency: 89% (Minimum)

Tillage Depth: 522mm (Minimum)

Noise Level: 85db (Maximum)

reverse speed

Transmission: Shifting gear type W/4 forward & 4

degrees)

Control Handle: With Changeable position (180-360

Additional Attachment:

1. Single shank Plow with Steel paddle wheel

Working Depth: 12-15 cm

Working Width: 27 cm

2. Bed Former

Bed Height: 21-28 cm

Bed Width: 45-75 cm

With AMTEC test Result

2 WALK BEHIND RICE TRANSPLANTER

Engine: Air cooled, 4 stroke, OHV Gasoline Engine

Engine rated power: 4.5 HP (maximum)

Fuel Tank Capacity: 4L

Wheel-Up/Down Adjustment: Hydrolysis

Wheel Size: 660mm diameter

Number Rows: 4

Transplanting Speed: 0.28-0.77 meter/second

Adjustable Hill Spacing: 12, 14, 16, 18,21 cm

Distance/Row: 30 cm

Planting Depth: 7-48.6 mm

Planting Efficiency: 98% (minimum)

Actual Field Capacity: 0.25 Ha/hr (minimum)

Field Efficiency: 82% (minimum)

Fuel Consumption: 0.8L/hr (maximum)

X 910mm

Dimension LxMxH (maximum): 2140mm x 2000mm

Weight: 160 kg (maximum)

Accessories:

polyethylene plastic

a) Seedling Tray: 1,200 pcs (1'x 2'x 1)

b) Manual Seeder:

With AMTEC Test Result

3 HAND TRACTOR

60:60 Transmission (Chain and Sprocket)

Complete Standard Accessories:




1 pair spiral plow or Disc plows;

1 pair Cage wheel/paddy Wheel:

1 set comb harrow/leveler (Mud Rake): and

Tools

Power Requirement:

7.5 to 9 HP water cooled diesel engine

Fuel consumption: Maximum of 3.01L/Hr at
Maximum axle power

Transmission Efficiency: 90% Minimum

With Hand Tractor Trailer, 1 Ton Capacity

With AMTEC Test Result

RICE THRESHER

With blower

Threshing Capacity: 1.5-2 tons/hr

Grain Purity: at least 99%

Threshing Efficiency: 100%

Power Requirement: 13HP Air cooled/Gasoline

Engine

With Complete Tools

With AMTEC Test Result

5 2-IN-1 ROTARY RICE HARVESTER AND

GRASS CUTTER

4 stroke cycle

Engine: Air cooled Single Cylinder Gasoline Engine

Output Power: 1.0 KW

blade, 4T Cutting Blade

Blades: 1 nylon string, 1 trimmer head, 2T cutting

[*Bidders must state here either “Comply” or “Not Comply” against each of the individual parameters of each
Specification stating the corresponding performance parameter of the equipment offered. Statements of “Comply”
or “Not Comply” must be supported by evidence in a Bidders Bid and cross-referenced to that evidence. Evidence
shall be in the form of manufacturer s un-amended sales literature, unconditional statements of specification and
compliance issued by the manufacturer, samples. independent test data etc., as appropriate. A statement that is
not supported by evidence or is subsequently found to be contradicted by the evidence presented will render the
Bid under evaluation liable for rejection. A statement either in the Bidder's statement of compliance or the
supporting evidence that is found to be false either during Bid evaluation, post-qualification or the execution of
the Contract may be regarded as fraudulent and render the Bidder or supplier liable for prosecution subject to

the applicable laws and issuances. ]

Name of the Company/Bidder

Name of Authorized Representative

Signature of Authorized
Representative




