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Republic of the Philippines 
Province of Albay 

City Government of Tabaco 
Tabaco City 

Bids and Awards Committee 
__________________________________________________________________________________ 
 

 

SUPPLEMENTAL BID BULLETIN NO. 05-2025  
 

Supply and Delivery of Four-Wheeled Tractor with Disc Plow and Rotary Tiller, 
CAO, Tabaco City  

Contract ID No. 006-09-2025-GOODS-PB-Vehicle/Tractor 
Approved Budget for the Contract (ABC): Php2,995,000.00 

PhilGEPS ITB Reference No.: 12408261 

 
 

TO ALL CONCERNED: 
 
Please be advised of the following amendments and clarifications to the Bidding 

Documents for the foregoing project, to wit: 
 

 
  

 

Issue Amendments / Clarifications

2. The City Government of Tabaco now
invites bids for the above Procurement
Project. Delivery of the Goods is required
within sixty (60) calendar days from receipt
of Notice to Proceed. Bidders should have
completed a contract similar to the project
within five (5) years from the date of
submission and receipt of bids. The
description of an eligible bidder is
contained in the Bidding Documents,
particularly in Section II (Instructions to
Bidders).

2. The City Government of Tabaco now
invites bids for the above Procurement
Project. Delivery of the Goods is required
within forty-five (45) calendar days from
receipt of Notice to Proceed. Bidders
should have completed a contract similar to 
the project within five (5) years from the
date of submission and receipt of bids. The
description of an eligible bidder is
contained in the Bidding Documents,
particularly in Section II (Instructions to
Bidders).

Section I. Invitation to Bid, Clause No. 2
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Item 
No.

Description Qty Delivery Period
Item 
No.

Description Qty Delivery Period

1 Supply and Delivery of Four-Wheeled Tractor with Disc Plow 
and Rotary Tiller, CAO, Tabaco City
Engine Power, 74 HP minimum
Rated engine shaft speed, 2200 rpm
Hydraulic Lift Force Capacity, 14 KN min
Engine Displacement, 3600 cm3 min
Hydraulic System: Twin Pumps 
Exhaust System, Vertical Muffler
Engine Cooling, Water Cooled
Three-Point Linkage based on PTO power, 1N, 1&2N/2

PTO
type 1, clockwise
Number of Splines, 6
Height above ground, 625 mm min 
Synchromesh type transmission system
Bias Ply Tires
Wheelbase, 2025-2085mm
Mechanical and wet disc-type brake system
with AMTEC 

DISC PLOW
Type: Four bottom, 1-way disc, tractor-mounted
Type of Disc, Plain
Number of discs, 4
Disc Diameter, 655 mm min
Working width, 1035 mm min
Working Depth, 340 mm min

1 unit 60 Calendar Days
from Receipt of the
Notice to Proceed.

Delivered on site @
CDRRMO, Tabaco
City

1 Supply and Delivery of Four-Wheeled Tractor with Disc Plow 
and Rotary Tiller, CAO, Tabaco City
Engine Power, 74 HP minimum
Rated engine shaft speed, 2200 rpm
Hydraulic Lift Force Capacity, 14 KN min
Engine Displacement, 3600 cm3 min
Hydraulic System: Twin Pumps 
Exhaust System, Vertical Muffler
Engine Cooling, Water Cooled
Three-Point Linkage based on PTO power, 1N, 1&2N/2

PTO
type 1, clockwise
Number of Splines, 6
Height above ground, 625 mm min 
Synchromesh type transmission system
Bias Ply Tires
Wheelbase, 2025-2085mm
Mechanical and wet disc-type brake system
with AMTEC 

DISC PLOW
Type: Four bottom, 1-way disc, tractor-mounted
Type of Disc, Plain
Number of discs, 4
Disc Diameter, 655 mm min
Working width, 1035 mm min
Working Depth, 340 mm min

1 unit 45 Calendar Days
from Receipt of the
Notice to Proceed.

Delivered on site @
CDRRMO, Tabaco
City

Disc spacing, 605-610 mm
Thickness, 5-6.5 mm
Concavity, 80-90 mm min
Overall Dimension (LxWxH), mm 2880x1180x1400 or ± 10% 
size difference
Plow operating Width, 1030-1050 mm
Actual Field Capacity, 0.4 ha/hour minimum
with AMTEC 

ROTARY TILLER
Actual Field Capacity, 0.4 ha/hour minimum
Field Efficiency, 98% minimum
Overall Dimension (LxWxH), mm 996x2183x1135 or + 10% 
size difference
Type of Rotary Shaft: Horizontal
Number of rotary Flanges, 9
Total Number of Blades, 54
Blade type, C-type
Operating Width, 2000-2200 mm
type of Power train, Side Drive
Average width of rotary tilling, 2000-2200 mm
Fuel Consumption, 7.5L/h maximum
with AMTEC 
Multi-Fiber Crop Defibering Machine
Machine Specifications
Overall Length, 50-60 cm
Overall Width, 50-60 cm
Overall Height, 100-120 cm

Disc spacing, 605-610 mm
Thickness, 5-6.5 mm
Concavity, 80-90 mm min
Overall Dimension (LxWxH), mm 2880x1180x1400 or ± 10% 
size difference
Plow operating Width, 1030-1050 mm
Actual Field Capacity, 0.4 ha/hour minimum
with AMTEC 

ROTARY TILLER
Actual Field Capacity, 0.4 ha/hour minimum
Field Efficiency, 98% minimum
Overall Dimension (LxWxH), mm 996x2183x1135 or + 10% 
size difference
Type of Rotary Shaft: Horizontal
Number of rotary Flanges, 9
Total Number of Blades, 54
Blade type, C-type
Operating Width, 2000-2200 mm
type of Power train, Side Drive
Average width of rotary tilling, 2000-2200 mm
Fuel Consumption, 7.5L/h maximum
with AMTEC 
Multi-Fiber Crop Defibering Machine
Machine Specifications
Overall Length, 50-60 cm
Overall Width, 50-60 cm
Overall Height, 100-120 cm

Overall weight, 75-90 kg
Prime mover:
3-5 Hp gasoline engine
Performance
1. Pineapple                                           1000 RPM
Throughout Capacity (kg/h)                                                  8 min
Machine capacity (kg/h)                                                  0.15 min
Fiber Extraction Loss (%)                                                   18 min
Fiber Recovery (%)                                                            2.5 min
Fiber Extraction Efficiency (%)                                       81.5 min
2. Abaca                                                 1000 RPM
Throughout Capacity (kg/h)                                                72 min
Machine capacity (kg/h)                                                    2.4 min
Fiber Extraction Loss (%)                                              21.25 min
Fiber Recovery (%)                                                           4.25min 
Fiber Extraction Efficiency (%)                                       78.5 min
Moisture Meter                             
Material-Plastic
Dimension: 180 (L) x 97(W) x 186 (H), mm or + 10% size 
difference
Application: grains and other non-metal materials in granules
Range- 3% - 35%
Repeat error- less than or equal to 0.2%
Accuracy- less than or equal to 0.5 % (moisture range)
Sample weight- 150 grams
Temperature Compensation- Automatic Adjustment
power supply- 9V DC/ 4x AA Battery

Overall weight, 75-90 kg
Prime mover:
3-5 Hp gasoline engine
Performance
1. Pineapple                                           1000 RPM
Throughout Capacity (kg/h)                                                  8 min
Machine capacity (kg/h)                                                  0.15 min
Fiber Extraction Loss (%)                                                   18 min
Fiber Recovery (%)                                                            2.5 min
Fiber Extraction Efficiency (%)                                       81.5 min
2. Abaca                                                 1000 RPM
Throughout Capacity (kg/h)                                                72 min
Machine capacity (kg/h)                                                    2.4 min
Fiber Extraction Loss (%)                                              21.25 min
Fiber Recovery (%)                                                           4.25min 
Fiber Extraction Efficiency (%)                                       78.5 min
Moisture Meter                             
Material-Plastic
Dimension: 180 (L) x 97(W) x 186 (H), mm or + 10% size 
difference
Application: grains and other non-metal materials in granules
Range- 3% - 35%
Repeat error- less than or equal to 0.2%
Accuracy- less than or equal to 0.5 % (moisture range)
Sample weight- 150 grams
Temperature Compensation- Automatic Adjustment
power supply- 9V DC/ 4x AA Battery

Auto power off- Switch off automatically if there is no 
operation within 3 minutes.

Auto power off- Switch off automatically if there is no 
operation within 3 minutes.

Section VI. Schedule of Requirements and Annex A. Forms and Templates
Issue Amendments / Clarifications
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 This Supplemental Bulletin No. 05-2025 is issued by the procuring entity to clarify, 
modify or amend items in the Bidding Documents. This shall form an integral part of the 
Bidding Documents. 
 
 For information and guidance of all concerned. 
 
 Issued this 22nd day of September 2025 at Tabaco City. 

 
 
 
 
 

Sgd. 
Eriberto Leroy C. Berces III 

BAC Chairman 
 


